
Integrated LED Bulkhead



With an A+ Energy rating and 
an L70 LED lifetime of 50,000 

 

 

 
 

Dust tight and 
temperature for a 4200kIP65

RATING
LED

Integrated 
LED Bulkhead
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in mind, installation of the bulkhead is made 
faster with the addition of the Flow™
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The Flow™

2

Flow™

Eyelid Grille



™

• 

•  
™  

 
•  

• 

•  

• 

•  

•

• 

• 

• 

• 

• 
 
•  

•  

 
•  

 

3 Year Warranty
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Built with the contractor in mind. 



 

be distributed at an optimum 

®

• Corridors
• Walkways
•
• Communal Areas
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Technical Information
Input Parameters Standard Version Emergency Version Microwave Sensor Version Emergency & Microwave Sensor Version

Input Current

Input Wattage

50Hz~60Hz 50Hz~60Hz 50Hz~60Hz 50Hz~60Hz

Output Parameters

Colour Temperature

CRI

LED Power

Light Beam Angle

Area of Diffuser

Warranty 3 Years 3 Years 3 Years 3 Years

Operating Temperature

Weight

Fixture Parameters
II II II II

IP Rating IP65 IP65 IP65 IP65

Yes Yes Yes Yes

 
Eyelid Housing

 
Grille Housing

   



  

 
 

 
 

 
 

Dublin 


