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Certification Manager 

Global-Mark Pty. Ltd., certify the electrical equipment described hereunder complies with standards listed herein and authorises the certificate 
holder to affix the mentioned mark to products of the same type; or the Regulatory Compliance Mark (RCM) provided that the requirements of all 
relevant parts of AS/NZS 4417 applicable to the article are fulfilled. In placing the authorised mark on the product, the certificate holder makes a 
declaration of compliance with the certification standard(s) and confirms that the product is identical to the product certified herein. 
 

CERTIFICATION AND CERTIFICATE HOLDER DETAILS 
Company Name Schneider Electric (Australia) Pty Ltd 

Address 33-37 Port Wakefield Road Gepps Cross SA 5094 Australia 
Client ID 102093 Global-Mark File Number: 102093-217 System 1 Approval 

Certification and Authorized Mark Number GMA-505448 Revision Number 00 
Certification Standard(s) IEC 61851-1 Ed 2.0 Electric vehicle conductive charging system - Part 1 General requirements 

Type of Certification Electrical Safety Product Scheme   
  
 

CERTIFICATE DATES 
Certificate Issue Date 23/05/2019 

Certificate Last Update Date   
Certification Expiry Date 23/05/2024 
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CERTIFIED ELECTRICAL EQUIPMENT 
Declared Article Product Description Trade Name Model Number Rating
Non declared EVlink Parking  wall-mounted - No Cable 

- 7KW - Single Phase - 1 Socket T2 with 
shutters 

Schneider Electric EVW2S7P04 220-240 Va.c., 32A, 7 kW, IP54

Non declared EVlink Parking  wall-mounted - No Cable 
- 7KW - Single Phase - 1 Socket T2 with 
shutters - RFID 

Schneider Electric EVW2S7P04R 220-240 Va.c., 32A, 7 kW, IP54

Non declared EVlink Parking  wall-mounted - No Cable 
- 7KW - Single Phase - 2 Sockets T2 with 
shutters 

Schneider Electric EVW2S7P44 220-240 Va.c., 32A, 7 kW, IP54

Non declared EVlink Parking  wall-mounted - No Cable 
- 7KW - Single Phase - 2 Sockets T2 with 
shutters - RFID 

Schneider Electric EVW2S7P44R 220-240 Va.c., 32A, 7 kW, IP54

Non declared EVlink Parking  wall-mounted - No Cable 
- 22KW - Three Phase - 1 Socket T2 with 
shutters  

Schneider Electric EVW2S22P04 380-415 Va.c., 32A, 22 kW, IP54

Non declared EVlink Parking  wall-mounted - No Cable 
- 22KW - Three Phase - 1 Socket T2 with 
shutters - RFID 

Schneider Electric EVW2S22P04R 380-415 Va.c., 32A, 22 kW, IP54

Non declared EVlink Parking  wall-mounted - No Cable 
- 22KW - Three Phase - 2 Sockets T2 
with shutters 

Schneider Electric EVW2S22P44 380-415 Va.c., 32A, 22 kW, IP54

Non declared EVlink Parking  wall-mounted - No Cable 
- 22KW - Three Phase - 2 Sockets T2 
with shutters - RFID 

Schneider Electric EVW2S22P44R 380-415 Va.c., 32A, 22 kW, IP54

Non declared EVlink Parking  floor-standing - No Cable 
- 7KW - Single Phase - 1 Socket T2 with 
shutters 

Schneider Electric EVF2S7P04 220-240 Va.c., 32A, 7 kW, IP54
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Non declared EVlink Parking  floor-standing - No Cable 
- 7KW - Single Phase - 1 Socket T2 with 
shutters - RFID 

Schneider Electric EVF2S7P04R 220-240 Va.c., 32A, 7 kW, IP54

Non declared EVlink Parking  floor-standing - No Cable 
- 7KW - Single Phase - 2 Sockets T2 with 
shutters 

Schneider Electric EVF2S7P44 220-240 Va.c., 32A, 7 kW, IP54

Non declared EVlink Parking  floor-standing - No Cable 
- 7KW - Single Phase - 2 Sockets T2 with 
shutters - RFID 

Schneider Electric EVF2S7P44R 220-240 Va.c., 32A, 7 kW, IP54

Non declared EVlink Parking  floor-standing - No Cable 
- 22KW - Three Phase - 1 Socket T2 with 
shutters  

Schneider Electric EVF2S22P04 380-415 Va.c., 32A, 22 kW, IP54

Non declared EVlink Parking  floor-standing - No Cable 
- 22KW - Three Phase - 1 Socket T2 with 
shutters - RFID 

Schneider Electric EVF2S22P04R 380-415 Va.c., 32A, 22 kW, IP54

Non declared EVlink Parking  floor-standing - No Cable 
- 22KW - Three Phase - 2 Sockets T2 
with shutters 

Schneider Electric EVF2S22P44 380-415 Va.c., 32A, 22 kW, IP54

Non declared EVlink Parking  floor-standing - No Cable 
- 22KW - Three Phase - 2 Sockets T2 
with shutters - RFID 

Schneider Electric EVF2S22P44R 380-415 Va.c., 32A, 22 kW, IP54
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COMMENTS OR CONDITIONS ON THE CERTIFICATION 
Nil 
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